
 
 

 

 

JD31 Sandvik DD512i Bolter YoM 2022 
 

• 2022 DS512i Bolter available immediately from stock. 

• Exact specification below. 

• Engine Cummins 6.7 194kW, Stage V 

• Sandvik RD314 Rock drill 

• Screen handler on dedicated boom 

• Full Cabin with Air Conditioning 

• Auto Ansul Fire Suppression system inc. Checkfire 

• Central Greasing & Automatic greasing for booms. (Additional manual greaser fitted) 

• 660 Volts 50Hz (Multi Voltage Option). 

• Set up for 2.4m Resin bolts (BH24 bolting head) 
 

Sandvik factory test hours only. Engine hours 0010, Percussion hours 0010, Compressor Hours 0020, PP 
hours 0020 
This bolter is available for rent / sale immediately.  
Located 45 minutes from Dublin airport, Ireland. 
Additional updated photos and operational video available on request. 
Global shipping can be arranged. 

 

 

            

 
 

  

 



 
 

 

Sandvik DS512i rock bolter: 
• 1 x C400D carrier with hydrostatic transmission 

• 1 x Engine Cummins B6.7 (194 kW Stage V) 

• 1 x Powerpack tramming  

• 1 x FOPS/ROPS (ISO3449/3471) operator’s cabin 

• 1 x Cabin air conditioning and heating system 

• 1 x Cabin front screen protection grill and boot washer 

• 1 x CD/MP3-player, radio, loudspeakers and 12 V outlet 

• 1 x RD314 rock drill 

• 1 x Drilling automation package: Silver 

• 1 x BHi bolting head 

• 1 x SB120iS telescopic boom (right hand) 

• 1 x HP555 powerpack (55 kW, right side of carrier) 

• 1 x Oil-to-water cooler 

• 1 x SLU1 shank lubricating device 

• 1 x CTN10 air compressor for shank lubrication 

• 1 x WBP1 water booster pump 

• 1 x MSE10 main switch 

• 1 x TCR4EC cable reel 

• 1 x Remote control for reel(s) 

• 1 x MP3/CD-player, radio and loudspeakers 

• 6 x 50 W (24 V) LED lights (front) 

• 2 x 50 W and 2 x 17 W (24 V) LED lights (rear) 

• 2 x Parking LED lights 

• 1 x Stair and service lights 

• 1 x Amber LED (24 V) flashing light 

• 1 x Remote controlled search light 

• 1 x 110 V or 230 V (16 A) outlet on carrier 

• 1 x Hand held fire extinguisher 

• 1 x MySandvik remote monitoring 

• 2 x Wheel chocks 

• 2 x Tramming cameras (rear and side) 

• 1 x Sandvik standard colour scheme 

• Documentation: 

• 2 x Operator manual 

• 2 x Maintenance manual 

• 2 x Technical manual (in English only) 

• 2 x Parts manual (in English only) 

 
Options included; 

• *CT28 air compressor instead of CTN10 

• Water hose reel THR2.5E and 100 m (Ø32 mm) hose 



 
 

 

• *Bolting head for 12 bolts (max plate size 150 x 150 mm) 

• Bolting system GCR: Resin cartridges (including resin box storage, NC7 

• In-the-hole resin cartridge injection system (TS2-290) 

• Automatic resin injection system (ARI) 

• Bolt storage and bit rack on the front module (bolt length < 3 m) 

• Bolt storage on carrier right side 

• Screen handler on dedicated boom 
 
Additional Options: 

• *Cabin with tilting system (15°) 

• Cabin safety grill lifting mechanism (400i-class) 

• Automatic greasing system for carrier, booms (2-boom) and bolting head 

• Bypass hydraulic oil filter 

• High pressure (180 bar) cleaning system with reel (TS2-343) 

• Indicator light for jacks (up and down) 

• Manual greasing unit with pump, reel and nozzle (TS 5-2110) 

• Reduced max. tramming speed (3rd gear lock-out) 

• Rod rack (4 rods) on carrier side (not with bolt storage system) 

• Vacuum pump for hydraulic oil 

• Battery jump start 

• Dewatering pump outlet 8 kW (site voltage 380-690 V/50 Hz) 

• Multi-voltage Pro (380-1000 V/50 or 60 Hz) 

• Access detector (mandatory in Europe) 

• Automatic fire suppression system ANSUL (6 nozzles 

• Specific options for the European Union 

• Spare: Wheel assembly for C400D carrier (standard tire) 
 



 
 

 

 



 
 

 

 
 

 



 
 

 

 

 



 
 

 



 
 

 

 



 
 

 

 



 
 

 

 



 
 

 

This bolter is fitted with BH24 Bolting Head. Dimensions below. 

 


